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EasyGo turnstile with ticket machine 
- Service specifications - 

 

EasyGo turnstile: 

Electro-mechanically driven turnstile for pedestrian flow control in closed rectangular 
housing (long), fully assembled, for fixed installation in inside areas or covered outside 
areas Can rotate to the left or right as preferred, can be operated from both sides Activation 
of the turning motion via light sensor or by pressing the turnstile after approval from the 
ticket machines, maintenance-free turnstile mechanics, control electronics integrated into 
the device, option of operation with 24 V direct current or 230 V alternating current (50 Hz) 
via a power unit integrated into the ticket reader, option of installing and connecting 
peripheral devices on both sides (dependent on the variant, left or right ticket machine) 
such as card readers, biometric control devices, Robust housing made from 1.5 mm 
chrome-nickel steel, workshop 1.4301, sand-blasted surface 
Can be installed by means of bolted connections covered by the housing directly on a floor 
capable of holding the applicable weight (e.g. concrete floor) or using optional base 
supports on concrete ground. 

TÜV-certified and GS tested 

Reference product: Wanzl "EasyGo" turnstile 

Variants:  

- Two arms: Design with two arms (1x120°, 1x240°) with barrier-free alarm state, whereby 
the arms drop thanks to the elaborate drop-arm mechanism. 

with the following optional installations: 

 Integrated light sensors for non-contact activation of the turnstile following approach 
(when authorised by reader) 

 Integrated sensors for detecting individuals misusing the system by climbing over or 
crawling underneath 

 Acoustic alarm 

 Retaining device for flush-mounted card reader 

 Red/green LED open signal lamp to indicate that passage is authorised or blocked 
in the relevant direction of passage, integrated into cover for both directions 

 UPS for emergency operation 

 Special designs/materials (granite, marble, wood, etc.) for the housing finish enable 
integration with interior architecture 

and the following accessories: 

 External operating panel for manual turnstile control and configuration with display of 
counter and operating conditions 

 PC software for manual turnstile control and configuration with display of counter 
and operating conditions 
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 Lateral channelling elements made from single-pane safety glass or stainless steel 

 

Vending ticket machine: 

Ticket machine for emitting an open signal for turnstiles, for fixed installation in inside 
areas or covered outside areas Can be combined with a turnstile on the right or left, 
control electronics integrated into the machine, operation with 230 V/50 Hz or 115 
V/60 Hz with power unit in ticket machine, Robust housing made from stainless steel, 
glass bead blasted and electropolished. Acoustic alarm for intruder protection The 
prices, coins and banknotes accepted are freely configurable via an illuminated 5.4-
inch display. Coin sorter, 2 hoppers and cashbox with mechanical T-lock, LAN 
interface for connecting to an Ethernet network, thermo printer for printing data, 
statistics, receipts and barcodes integrated as standard equipment, illuminated output 
tray, can be installed by means of bolted connections covered by the housing directly 
on a floor capable of holding the applicable weight (e.g. concrete floor) or using 
optional base supports on concrete ground. 

TÜV-certified and GS tested 

Variants:  

- Ticket machine flange-mounted on turnstile on the right or left 

- Or free-standing 

 

With the following optional installations: 

 Heater 

 Lighting attachment 

 Software monitoring 

 Accepts banknotes 

 Accepts credit cards 

 Locking system for hopper and cashbox 

 IR module 

  

 

 


